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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Claims 1-11 are cancelled. 

Please amend claims 12, 16, 22 and 25. 

12. (Currently Amended) A method of notifying a mobile device of location-dependent 
prayer timings, the method comprising: 

determining an estimated location of the mobile device, wi thin a precision of a 
coverage area of at least one base station by employing a location technology algorithm; 

comparing the estimated location of the mobile device to a translation table stored 
at one or more memory locations including the mobile device and/or a remote serv er 
capable of forwa rding information to the mobile device, said translation table used to 
determine at least one prayer time based on a function of at least the estimated location of 
the mobile device-aad. the time of year as m e as ure d from pre-sto red a nnua l calendar 
pos ition information correspondi ng to th e estimated locatio n, and the time of day as 
measured at the estimated location, and where the esti mated location of the mobile statio n 
device used to determine the at least one prayer time is based on the coverage area of the 
at least one base station and a current cell identi ficat ion ( C ell ID) parameter assign ed to 
the mobi le device ; and 

translating the determined at least one prayer time into a wireless communication 
message and forwarding the message to the mobile device. 

13. (Previously Presented) The method of clai m 12, wherein the estimated location of the 
mobile device has a precision of the coverage area of at least two adjacent base stations. 

14. (Previously Presented) The method of claim 12, wherein the precision of the 

coverage area of the at least one base station is used as an approximation of an Azaan- 

neighborhood in the translation table to determine the at least one prayer time. 
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15. (Previously Presented) The method of claim 12, wherein the at least one prayer time 
is a Muslim prayer time. 

16. (Currently Amended.) The method of claim 12, wherein the location technology 
algorithm calculates the location of the mobile device based on the Cell ID assigned to 
the mobile station device . 

17. (Previously Presented) The method of claim 12, wherein the location technology 
algorithm calculates the location of the mobile device based one or more of the following 
location technologies: global positioning system (GPS), assisted global positioning 
system (AGPS), advanced forward link trilateration (AJFLT), enhanced observed time 
difference (EOTD), time difference of arrival (TDOA), angle of arrival (AOA) and 
enhanced forward link trilateration (EFLT). 

18. (Previously Presented) The method of claim 12, wherein the wireless 
communications operate over one or more of the following wireless communications 
protocols: advanced mobile phone service (AMPS), global system for mobile 
communication (GSM), time division multiple access (TDMA), frequency division 
multiple access (FDMA), code division multiple access (CMDA), general packet radio 
service (GPRS), universal mobile telecommunications system (UMTS) and integrated 
digital enhanced network (IDEN). 

19. (Previously Presented) The method of claim 12, wherein the prayer time is 
transmitted to the mobile device via a push protocol. 

20. (Previously Presented) The method of claim 12, wherein the method further 
comprises: 

monitoring subscriber information of a plurality of subscribers stored in a database 
and determining if each subscriber is currently connected to the subscriber network and 
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updating the current Cell ID and location information of the subscriber and determining 
at least one additional prayer time based on the updated Cell ID and location information. 

21. (Previously Presented) The method of claim \ 2 } wherein the wireless communication 
message is at least one of a text message, a tone indicator and a media fi le. 

22. (Currently Amended) A method of notifying a mobile device of location-dependent 
Muslim prayer timings, the method comprising: 

determining an estimated location of the mobile device within a precision of a 
coverage area of at least one predetermined Azaan-neighborhood stored in a translation 
table st ored at o n e or more m e mor y l ocations includi ng the mobile device and /or a 
remote server capable of forwarding information to the mobile device, said translation 
table used to map the coverage area of the Azaan-neighborhood to at least a portion of the 
coverage area of at least one base station in communication range of the mobile device; 

determining at least one estimated prayer time based on a function of at least the 
estimated location of the mobile device, the ti m e of year as measured from pre-stored 
annual ca l e ndar position information corresponding to the estimated location - and the and 
the time of day as measured at the estimated location and a current cell identi fication 
(Ce ll ID) p arameter assi gned to the mo bi le de vice; and 

translating the determined at least one prayer time into a wireless communication 
message and forwarding the message to the mobile device. 

23. (Previously Presented) The method of claim 22, wherein the Azaan-neighborhood 
coverage area is the same as a coverage area of one of a plurality of base stations in 
communication range of the mobile device. 

24. (Previously Presented) The method of claim 22, wherein the Azaan-neighborhood 
coverage area is the same as a coverage area of at least two of a plurality of base stations 
in communication range of the mobile device. 
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25. (Currently Amended) A system of notifying a mobile device of location-dependent 
prayer timings, the system comprising: 

at least one base station in communication with the mobile device; 

a location server that determines an estimated location of the mobile device within 
a precision of a coverage area of that at least one base station by employing a location 
technology algorithm; 

a server that runs a prayer time calculation program application and compares the 
estimated location of the mobile device to a translation table stored at-one or more 
me mory l oca tions inclu ding th e mobile device and/or a remote ser ver cap able of 
for war ding inf orma tion to the mobi l e device, said translati on table used to determine at 
least one prayer time based on a function of at least the estimated location of the mobile 
device, the time of year as measured from pre-stored annual calendar position 
inform ati on corresponding, to the estimated location, and the time of day as measured at 
the estimated location, and where the estimated location of the mobile- station device used 
to determine the at least one prayer time has a precision of the coverage area of the at 
least one base station and a curren t cel l, id entification (Cell ID) paramete r ass igned to the 
mobile device ; and 

a gateway that communicates with the server and which relays the at least one 
prayer time to the mobile device. 

26. (Previously Presented) The system as recited in claim 25, wherein the mobile device 
is one of: a mobile phone, location-aware wirelessly connected personal digital assistant 
(PDA), handheld personal computer, tablet personal computer, and a pocket personal 
computer. 
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